MACHINE SPECIFICATIONS

ELECTRICAL
REQUIREMENTS WEIGHT DIMENSIONS
VOLTSAC | AMPS Hz MACHINE | SHIPPING | HEIGHT WIDTH DEPTH
- - 16 lbs. | 23 Ibs. 12" 19” 14”

12 Standard Punch Die Patterns Available. All Other Patterns Available Upon Request.
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APES-14 AUTOMATIC
PAPER EJECTOR &
STACKER

HD-7700H
HORIZONTAL PUNCH

C_

HD-7700 14" OPEN
ENDED PUNCH

HD-4170 Rhin-O-Roll

HD-4170 12" COIL
INSERTER mounted
on the OD-4012 11~
ELECTRIC PUNCH

PC-248 MANUAL
PUNCH AND ELECTRIC
COILING SYSTEM

PAL-M MANUAL
Piks-A-Lift

PAL-14 "Piks-A-Lift"
mounted on the OD-

EWC-14 14" All Pitch
(Shown) And
EWC-24 24" All Pitch
Flat Bar Wire Closer

HD-8370 (3-1) shown

with the HD-7700 14"

HEAVY DUTY OPEN END
PUNCH

HD-7500H 24” HEAVY
DUTY HORIZONTAL
PUNCH

HC-8024 24" WIRE
CLOSER

HD-8000
WIRE CLOSER

HD-8000 shown with
the OD-4012 11"
ELECTRIC PUNCH

P

0OD-4012 11" OPEN
END ELECTRIC PUNCH

4012 ELECTRIC PUNCH

HD-4470 COMB
OPENER MODULE with
the HD-7700 HEAVY
DUTY 14” PUNCH

C

HD-7000 14" HEAVY
DUTY OPEN END
PUNCH

HD-e4100 Electric
ECON-O-ROLL Caoll
Inserter

KF-50

KRIMP~"ZaZ PLASTIC
COIL CRIMPER

EWC-8370
Insert-A-Bind Wire
Inserter/Closer

V0906
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